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(i) The manufacturer will keep on
hand all compressors in the batch sam-
ple until such time as the batch is ac-
cepted or rejected in accordance with
§ 204.57–6; Except, that compressors ac-
tually tested and found to be in con-
formance with these regulations need
not be kept.

§ 204.57–3 Test compressor prepara-
tion.

(a) Prior to the official test, the test
compressor selected in accordance with
§ 204.57–2 shall not be prepared, tested,
modified, adjusted, or maintained in
any manner unless such adjustments,
preparations, modifications and/or
tests are part of the manufacturer’s
prescribed manufacturing and inspec-
tion procedures and are documented in
the manufacturer’s internal com-
pressor assembly and inspection proce-
dures or unless such adjustments and/
or tests are required or permitted
under this subpart or are approved in
advance by the Administrator. The
manufacturer may perform adjust-
ments, preparations, modifications
and/or tests normally performed by a
dealer to prepare the compressor for
delivery to a customer or the adjust-
ments, preparations, modifications
and/or tests normally performed at the
port-of-entry by the manufacturer to
prepare the compressor for delivery to
a dealer or customer.

(b) Equipment of fixtures necessary
to conduct the test may be installed on
the compressor: Provided, That such
equipment of fixtures shall have no ef-
fect on the noise emissions of the com-
pressor, as determined by the appro-
priate measurement methodology.

(c) In the event of compressor
manfunction (i.e., failure to start, mis-
firing cylinder, etc.), the manufacturer
may perform the maintenance nec-
essary to enable the compressor to op-
erate in a normal manner.

(d) No quality control, testing, as-
sembly, or selection procedures shall
be used on the completed test com-
pressor or any portion thereof, includ-
ing parts and subassemblies, that will
not normally be used during the pro-
duction and assembly of all other com-
pressors of that category which will be
distributed in commerce, unless such
procedures are required or permitted

under this subpart or are approved in
advance by the Administrator.

[47 FR 57712, Dec. 28, 1982]

§ 204.57–4 Testing.
(a) The manufacturer shall conduct

one valid test in accordance with the
test procedures specified in § 204.54 for
each compressor selected for testing
pursuant to this subpart.

(b) No maintenance will be performed
on test compressors, except as provided
for by § 204.57–3. In the event a com-
pressor is unable to complete the emis-
sion test, the manufacturer may re-
place the compressor. Any replacement
compressor will be a production com-
pressor of the same configuration, and
the replacement compressor will be
randomly selected from the batch sam-
ple and will be subject to all the provi-
sions of these regulations.

§ 204.57–5 Reporting of test results.
(a)(1) The manufacturer shall submit

a copy of the test report for all testing
conducted pursuant to § 204.57 at the
conclusion of each twenty-four hour
period during which testing is done.

(2) For each test conducted the man-
ufacturer will provide the following in-
formation:

(i) Configuration and category identi-
fication, where applicable.

(ii) Year, make, assembly date, and
model of compressor.

(iii) Compressor serial number.
(iv) Test results by serial numbers
(3) The first test report for each

batch sample will contain a listing of
all serial numbers in that batch.

(b) In the case where an EPA En-
forcement Officer is present during
testing required by this subpart, the
written reports requested in paragraph
(a) of this section may be given di-
rectly to the Enforcement Officer.

(c) Within five days after completion
of testing of all compressors in a batch
sample, the manufacturer shall submit
to the Administrator a final report
which will include the information re-
quired by the test request in the for-
mat as stipulated, in addition to the
following:

(1) The name, location, and descrip-
tion of the manufacturer’s noise test
facilities which meet the specifications
of § 204.54 and were utilized to conduct
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testing reported pursuant to this sec-
tion; except, that a test facility that
has been described in a previous sub-
mission under this subpart need not be
described again but must be identified
as such.

(2) A description of the random com-
pressor selection method used, ref-
erencing any tables of random numbers
that were used, and the name of the
person in charge of the random number
selection.

(3) The following information for
each test conducted:

(i) The completed data sheet required
by § 204.54 for all noise emission tests
including, for each invalid test, the
reason for invalidation.

(ii) A complete description of any
modification, repair, preparation,
maintenance, and/or testing which was
performed on the test compressor and
will not be performed on all other pro-
duction compressors.

(iii) The reason for the replacement,
where a replacement compressor was
authorized by the Administrator, and,
if any, the test results for replaced
compressors.

(4) The following statement and en-
dorsement:

This report is submitted pursuant to sec-
tion 6 and section 13 of the Noise Control Act
of 1972. All testing for which data is reported
herein was conducted in strict conformance
with applicable regulations under 40 CFR
Part 204 et seq. All the data reported herein
are a true and accurate representation of
such testing. All other information reported
herein is, to the best of (company) knowl-
edge true and accurate. I am aware of the
penalties associated with violations of the
Noise Control Act of 1972 and the regulations
thereunder.

(authorized representative)

(d) All information required to be for-
warded to the Administrator pursuant
to this section shall be addressed to Di-
rector, Noise Enforcement Division
(EN–387), U.S. Environmental Protec-
tion Agency, Washington, DC 20460.

(Secs. 6 and 13, Noise Control Act, Pub. L. 92–
574, 86 Stat. 1244 (42 U.S.C. 4912))

[41 FR 2172, Jan. 14, 1976, as amended at 42
FR 41635, Aug. 18, 1977; 43 FR 38705, Aug. 30,
1978]

§ 204.57–6 Acceptance and rejection of
batches.

(a) A failing compressor is one whose
measured sound level is in excess of the
applicable noise emission standard.

(b) The batch from which a batch
sample is selected will be accepted or
rejected based upon the number of fail-
ing compressors in the batch sample. A
sufficient number of test samples will
be drawn from the batch sample until
the cumulative number of failing com-
pressors is less than or equal to the ac-
ceptance number or greater than or
equal to the rejection number appro-
priate for the cumulative number of
compressors tested. The acceptance
and rejection numbers listed in Appen-
dix I, Table II at the appropriate code
letter obtained according to § 204.57–2
will be used in determining whether
the acceptance or rejection of a batch
has occurred.

(c) Acceptance or rejection of a batch
takes place when a decision is made on
the last compressor required to make a
decision under paragraph (b) of this
section.

§ 204.57–7 Acceptance and rejection of
batch sequence.

(a) The manufacturer will continue
to inspect consecutive batches until
the batch sequence is accepted or re-
jected. The batch sequence will be ac-
cepted or rejected based upon the num-
ber of rejected batches. A sufficient
number of consecutive batches will be
inspected until the cumulative number
of rejected batches is less than or equal
to the sequence acceptance number or
greater than or equal to the sequence
rejection number appropriate for the
cumulative number of batches in-
spected. The acceptance and rejection
numbers listed in Appendix I, Table III
at the appropriate code letter obtained
according to § 204.57–2 will be used in
determining whether the acceptance or
rejection of a batch sequence has oc-
curred.

(b) Acceptance or rejection of a batch
sequence takes places when the deci-
sion is made on the last compressor re-
quired to make a decision under para-
graph (a) of this section.

(c) If the batch sequence is accepted,
the manufacturer will not be required
to perform any additional testing on
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